
Information of

Drinking Water Equipment



WiLA
TM

  aims at bringing world's top water filtering products. We are

proud of providing superior customer service, from free on-site cost
evaluation, to designing and installation. We believe every customer
deserve personal attention from us.
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WL-601

355W x 555D x 235H mm

(235H including bubbler)

1/4"

3/4" PVC

20 ~ 120 psi

Certification : WSD Approval Letter Bubbler

Optional 

(Everpure Filter)

(UV System)

A = 3/8" (10mm) holes for securing fountain with anchor bolt

B = Water Inlet 1/4"

C = Drainage 3/4"

Back View

Stainless Steel Drinking Fountain

Operation Pressure : 

Model : 

Dimension : 

Drainage : 
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Inlet Pipe : 

Filtration System : 



WL-610

300W x 350D x 210H mm

(210H including bubbler)

1/4"

3/4" PVC

20 ~ 120 psi

Certification : WSD Approval for Bubbler

Optional 

(Everpure Filter)

(UV System)

A = 3/8" (10mm) holes for securing fountain with anchor bolt

* Water Inlet 1/4"

** Drainage 3/4"
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Inlet Pipe : 

Drainage : 

Operation Pressure : 

Model : 

Dimension : 

Filtration System : 

Back View

Stainless Steel Drinking Fountain



WL-620

410W x 340D x 410H mm

(410H including bottle filler)

1/4"

3/4" PVC

20 ~ 120 psi

Certification : WSD Approval for Bubbler

Optional

(Everpure Filter)

(UV System)

A = Water Inlet 1/4"

B = Drainage 3/4"

C = 3/8" (10mm) holes for securing fountain with anchor bolt

Drainage : 

Inlet Pipe : 

Stainless Steel Drinking Fountain

Operation Pressure : 

Model : 

Dimension : 

Filtration System : 
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Bottom View

Back View



Model : WL-200

Room Temp. Water Only

Casing : Brushed S.S. 304

Dimension : 410W x 355D x 1020H

(1280H with Bottle Filler)

Inlet Pipe : 1/4"

Drainage : 3/4" PVC

Operation Pressure : 20 ~ 120 psi

Certification : WSD Approval for Bubbler

Filtration System : Optional 

(Everpure Filter)

(UV System)

Stainless Steel Water Dispenser
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Model : WL-350

Cold Water Temp. Only

Casing : Brushed S.S. 304

Dimension : 410W x 355D x 700H

(960H with Bottle Filler)

Capacity : 3.3 L/Hr

Inlet Pipe : 1/4"

Drainage : 3/4" PVC

Operation Pressure : 20 ~ 120 psi

Power Consumption : 150W

Rated Voltage : 220V ~ 240V, 50/60 Hz

Operation Pressure : 20 ~ 120 psi

Certification : WSD Approval for Bubbler 

Filtration System : Optional 

(Everpure Filter)

(UV System)
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Stainless Steel Water Dispenser



Model : WL-450

Cold Water Temp. Only

Casing : Brushed S.S. 304

Dimension : 410W x 355D x 1020H

(1280H with Bottle Filler)

Capacity : 3.3 L/Hr

Inlet Pipe : 1/4"

Drainage : 3/4" PVC

Operation Pressure : 20 ~ 120 psi

Power Consumption : 150W

Rated Voltage : 220V ~ 240V, 50/60 Hz

Operation Pressure : 20 ~ 120 psi

Certification : WSD Approval for Bubbler 

Filtration System : Optional 

(Everpure Filter)

(UV System)
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Stainless Steel Water Dispenser



Model : WL-500

Hot and Cold Water Temp.

Casing : Brushed S.S. 304

Dimension : 410W x 355D x 1020H

(1280H with Bottle Filler)

Hot Water Capacity : 10 L/Hr

Cold Water Capacity : 3.3 L/Hr

Inlet Pipe : 1/4"

Drainage : 3/4" PVC

Operation Pressure : 20 ~ 120 psi

Power Consumption : 1350W (Hot & Cold)

Rated Voltage : 220V ~ 240V, 50/60 Hz

Operation Pressure : 20 ~ 120 psi

Certification : WSD Approval for Bubbler 

Filtration System : Optional 

(Everpure Filter)

(UV System)

Stainless Steel Water Dispenser
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Model : 4C

Micron Rating : 0.5 micron

Capacity : 11,355 L Model : MC²

Flow Rate : 0.5 GPM (0.03 L/s) Micron Rating : 0.5 micron

Pressure : 10-125 psi Capacity : 34,068 L

Certification : NSF / ANIS Flow Rate : 1.67 GPM (0.1 L/s)

Standard 42/53 Pressure : 10-125 psi

Remark : Easy to replace Certification : NSF / ANIS 

Easy to maintenance Standard 42/53

Serve 1 water outlet Remark : Easy to replace

Easy to maintenance

Serve 2-3 water outlets

* We also have serveal model with different capacity and function.

Filtration System (Everpure)
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Model : M200

Flow Rate : 0.05 l/s

In/ Outlet : 3/8"

UV Lamp Consumption : 10W

UV Lamp Durability : 9,000 hours

Dimension : 330L x 120D x 420H mm

Safety Devices : Shut-off Solenoid Valve and alarm

* We also have serveal model with different flow rate.
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Filtration System (UV Sterilizer)



Model : M200 Model : PenTek 10" Housing

Flow Rate : 0.05 l/s In/Outlet : 1/2 "

In/ Outlet : 3/8" (With Carbon Filter Cartridge)

UV Lamp Consumption : 10W

UV Lamp Durability : 9,000 hours

Dimension : 330L x 120D x 420H mm

Safety Devices : Shut-off Solenoid Valve 

and alarm
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Filtration System (UV System)

+



Model : DF-017 Model : DF-027

Dimension : 210 mm (Overall Height) Dimension : 290 mm (Overall Height)

170 mm (Spout Outlet) 230 mm (Spout Outlet)

140 mm (Width) 140 mm (Width)

Inlet : 1/4" Inlet : 1/4"

Remark : Not Suitable for WL-601 Certification : NSF / ANSI Standard 61

Remark : Not Suitable for WL-601

Model : WL-101

Dimension : 50W x 65D x 95H mm

Inlet : 3/8"

Certification : WSD Approval

Assessories
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Drinking Water Faucet Drinking Water Faucet

Water Bubbler



Model : C12E

Dimension : 408W x 205D x 278H mm

Capacity : 1.8 L, 5 L/Hr

Temp. Range : 2℃ - 12℃

Inlet : 1/4"

Outlet : 1/4"

Power Consumption : 120W

Max. Pressure : 80 psi 

Assessories
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Water Chiller



Certification / Test Report
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Water Supplies Department Approval Letter for WiLA Water Bubbler
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Water Tast Report for UV Sterilizer

Certification / Test Report



  Reference Photo (Drinking Fountain)

Model : WL-620 & MC²

Model : WL-601 & DF-017 Model : WL-600, DF-017 and MC²
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Page 16Model : WL-500

Model : WL-200 Model : WL-450

  Reference Photo (Water Dispenser)



Please feel free to contact us if you have any question about 

drinking water equipment.

Wiltech Engineering Co., Ltd.

Address : Unit 315, 3/F, Kinetic Industrial Centre

Tel No. : 
Fax No. : 3421 2185

Email : info@wiltech-hk.com

Contact Person : Kevin Tsoi 
Mobel No. : 9277 5479

Email : kevin@wiltech-hk.com

Company Name : 

7 Wang Kwong Road, Kowloon Bay
Kowloon
3421 2028
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Thank You


