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INNOVATIVE WATER PERFORMANCE

. ™
WiLA aims at bringing world's top water filtering products. We are
proud of providing superior customer service, from free on-site cost
evaluation, to designing and installation. We believe every customer

deserves personal attention from us.
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Counter-Top Water Dispenser ~ W100 Series
(Hot and Cold Water Temp.)

Model :
Colour :
Dimension :
Capacity :

Temp. Ranage :
Power Consumption :
Rated Voltage :
Country of Origin :

Certificates :
Feature :

W100W (Left) / W100B (Right)
White / Black

272W x 420D x 438H mm

Hot - 1.6L, 7 L/Hr

Cold - 3.3L, 2.3 L/Hr

Hot - 82°C~92C

Cold - 2C~12C

Hot - 450W

Cold - 105W

220V~240V, 50/60 Hz

Korea

UL, Engergy Start, CE / CB, Watermark
Easy to operate

Child-safe hot water faucet

Cup push type

Hygienic stainless steel water tank



Floor Stand Water Dispenser ~ W200 Series
(Hot and Cold Water Temp.)

U

Model : W200W (Left) / W200B (Right)
Colour : White / Black
Dimension : 272W x 313D x 945H mm
Capacity : Hot-1.8L, 7 L/Hr
Cold - 3.2L, 3.3 L/Hr
Temp. Ranage : Hot - 82C~92C
Cold - 2C~12C
Power Consumption : Hot - 450W
Cold - 105W
Rated Voltage : 220V~240V, 50/60 Hz
Country of Origin : Korea
Certificates : UL, Engergy Start, CE / CB, PSE, Watermark
Feature : Easy to operate
Child-safe hot water faucet
Cup push type
Hygienic stainless steel water tank




Floor Stand Water Dispenser ~ W250 Series
(Hot and Cold Water Temp.)
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Model :
Colour :
Dimension :
Capacity :

Temp. Ranage :

Power Consumption :

Rated Voltage :
Country of Origin :
Certificates :
Feature :

W250W (Left) / W250B (Right)
White / Black

310W x 360D x 1100H mm

Hot - 1.55L, 7 L/Hr

Cold - 6L, 5 L/Hr

Hot - 84°C~90°C

Cold - 2C~8TC

Hot - 440W

Cold - 115W

220V~240V, 50/60 Hz

Korea

UL, CE / CB, PSE

Electronic control panel, easy to operate
Child-safe hot water function

Hygienic 304 stainless steel water tank



Floor Stand Water Dispenser ~ W250-NV Series
(Hot and Corldr ;WaEer Temp.)

DISPENSE BUTTON
HOT BOOST LED(WH) (PUSH TYPE, BLUE, RED) SLEEP LED(BLUE)
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HOT BOOST

LIGHT HOT BOOST HOT BUTTON COLD BUTTON EC(l)J[rSTLEEP
SENSOR BUTTON (TOUCH) (TOUCH) BUTTON
(TOUCH) (TOUCH)

Model : W250W-NV (White) / W250B-NV (Black)
Colour : White / Black
Dimension : 310W x 360D x 1100H mm
Capacity : Hot-1.6L, 7 L/Hr
Cold - 7.7L, 10 L/Hr
Temp. Ranage : Hot - 82C~92C
Cold - 2C~8T
Power Consumption : Hot - 440W
Cold - 115W
Rated Voltage : 220V~240V, 50/60 Hz
Country of Origin : Korea
Certificates : UL, CE / CB, PSE, Engergy Star
Feature : Electronic control panel, easy to operate
Child-safe hot water function
Dual leak protection system
Eco / Sleep mode for energy saving
Built-in mercury free LED UV
Instant hot boosting to 95C
Hygienic 304 stainless steel water tank
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UVLED mercury Energy Dual leak Auto Hot Touch ‘
sterilization free UV saving protection Child lock boosting Control

wiLA
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Floor Stand Water Dispenser ~ W250-T Series
(Hot and Cold Wa;gr Temp.)

+ COLD WATER

Dispense g Dispense
Hot water 9 . Cold water
§ : . JL o ‘ JL
Tap over m - *
the sensor twice More than 1 sec More than 1 sec

Model : W250W-T (White) / W250B-T (Black)
Colour : White / Black
Dimension : 310W x 360D x 1100H mm
Capacity : Hot-1.6L, 7 L/Hr
Cold - 7.7L, 10 L/Hr
Temp. Ranage : Hot - 82C~92C
Cold - 2C~87C
Power Consumption : Hot - 440W
Cold - 115W
Rated Voltage : 220V~240V, 50/60 Hz
Country of Origin : Korea
Certificates : UL, CE / CB, PSE, Engergy Star
Feature : Touch-Free / Electronic control panel
Child-safe hot water function
Dual leak protection system 9

[ ]
Built-in mercury free LED UV ¢ WILA

Hygienic 304 S.S. water tank Page 5



Floor Stand Water Dispenser ~ W300 Series
(Hot, Cold and Room Temp.)

5

Model : W300W (White) / W300B (Black)
Colour : White / Black
Dimension : 272W x 327D x 1032H mm
Capacity : Hot-1.6L, 7 L/Hr
Cold - 2.3L, 3.6 L/Hr
Temp. Ranage : Hot - 82°C~92C
Cold - 2C~8TC
Power Consumption : Hot - 465W
Cold - 105W
Rated Voltage : 220V~240V, 50/60 Hz
Country of Origin : Korea
Certificates : UL, CE / CB, PSE
Feature : Electronic control panel
Eco mode for energy saving
Child-safe hot water function
Dual leak protection system
Built-in mercury free LED UV
Hygienic 304 S.S. water tank

wiLA
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Floor Stand Water Dispenser

(Hot, Cold and Room Temp.)
Model : W400
Colour : Stainless Steel and Grey
Dimension : 440W x 520D x 1390H mm
Capacity : Hot - 21L, 18L/Hr
Cold - 4L, 7 L/Hr
Room Temp. - 8.5L, 12 L/Hr
Temp. Ranage : Hot - 80°C~100TC
Cold - 6C~15C
Power Consumption : 1200W
Rated Voltage : 220V~240V, 50/60 Hz
Country of Origin : Taiwan

Feature : - All Water is Boilerd before Serve *
- Microcomputer Controlled
- High Temp. Steam Sterilization
- Continuous Water Dispense
Function

Safety Feature : - Hot Water Safety Function
- Single Water Outlet
- Leakage Detection and Control
- Stop Dispense Water When Temp.
Too High (For Room Temp. and
Cold Water) **

Hot Water Tank (100°C) |

Room Temp. Water
I I I Cold Water
Cold
Room Temp. Water
Water Tank Tank
— N ——
Water Flow -

1. Filtered Water is Boiling to 100°C
2. 100°C Water flow to Room Temp. Water Tank to Cool Down
3. Room Temp. Water Flow to Cold Water Tank to Cooling

Xk
Stop Dispense Water while the Room Temp. Water is over 60°C 9 o
Stop Dispense Water while the Cold Water is over 45C ‘ W’LA
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Water Boiler

Model :

Colour :

— —— Installation Type :
p— Dimension :

\@/ Capacity :

Temp. Ranage :
Power Consumption :
Rated Voltage :
Country of Origin :
Certificates :
Remark :

i mnz
- =5q)

Feature :

e ——— Model :
Colour :

Installation Type :

Dimension :

Capacity :

Temp. Ranage :

Power Consumption :

Rated Voltage :

Country of Origin :

8 Certificates :
Remark :

Feature :

H-15

White Enamel

Counter-Top / Wall Mount

360W x 250D x 485H mm

Hot - 15L, 30L/Hr

40°C~99C

3000W

220V~240V, 50/60 Hz

P.R.C.

CE, UL, IPx1

Distance Between Outlet to Table - 210mm
Recommended Power Source - 15A

LCD Display and Programme Setting
Anti-Leakage, Anti-Dry Heating, Anti-Flame
Steam Proofing

Automatic Switch-off when fault

H-30

White Enamel

Counter-Top / Wall Mount

360W x 250D x 720H mm

Hot - 30L, 55L/Hr

40°C~99C

3000W

220V~240V, 50/60 Hz

P.R.C.

CE, UL, IPx1

Distance Between Outlet to Table - 210mm
Recommended Power Source - 15A

LCD Display and Programme Setting
Anti-Leakage, Anti-Dry Heating, Anti-Flame
Steam Proofing

Automatic Switch-off when fault



Water Boiler
(Hot and Room Temp. Water)

Model :

Colour :
Installation Type :
Dimension :
Capacity :

Temp. Ranage :
Power Consumption :
Rated Voltage :
Country of Origin :
Certificates :
Remark :

Feature :

HR-30 / HR-30S

White Enamel / Stainless Steel
Counter-Top / Wall Mount

540W x 190D x 560H mm

Hot - 30L, 55L/Hr

Room. Temp. - Unlimited

40°C~99C

3000W

220V~240V, 50/60 Hz

P.R.C.

CE, UL, IPx1

Recommended Connect to Drinking Water Filtration
Distance Between Outlet to Table - 210mm
Recommended Power Source - 15A

LCD Display and Programme Setting
Anti-Leakage, Anti-Dry Heating, Anti-Flame
Steam Proofing

Automatic Switch-off when fault

¢ WILA
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Water Boiler

(Hot and Room Temp. Water)

E—— -

e

HR-40

Model :

Colour :
Installation Type :
Dimension :
Capacity :

Temp. Ranage :
Power Consumption :
Rated Voltage :
Country of Origin :
Certificates :
Remark :

Feature :

HR-40 / HR-40S

White Enamel / Stainless Steel
Counter-Top / Wall Mount
540W x 190D x 700H mm

Hot - 40L, 70L/Hr

Room. Temp. - Unlimited
40°C~99C

3000W

220V~240V, 50/60 Hz

P.R.C.

CE, UL, IPx1

Recommended Connect to Drinking Water Filtration
Distance Between Outlet to Table - 210mm
Recommended Power Source - 15A

LCD Display and Programme Setting

Anti-Leakage, Anti-Dry Heating, Anti-Flame

Steam Proofing

Automatic Switch-off when fault



Brand :

Model :

Micron Rating :
Capacity :
Flow Rate :
Pressure :
Certification :

Filtration System

Everpure

4C? Brand :
0.2 micron Model :
14,952 L Micron Rating :
0.5 GPM Capacity :
10-125 psi Flow Rate :
NSF / ANIS Pressure :

Standard 42/53 Certification :

Brand :

Model :

Micron Rating :
Flow Rate :
Pressure :
Remark :

b1

Brand :

Model :

Flow Rate :
Comsumption :
Lamp Durability :
Remark :

WiLA

LS-307C

0.01 micron

1 GPM

30-70 psi

4 Stage Filtration System

-

WiILA

P-50

1 GPM

10w

9,000 Hrs

LED Indicator and Alarm

Everpure Brand :
MC? Model :
0.2 micron Micron Rating :
34,068 L Capacity :
1.67 GPM Flow Rate :
10-125 psi Pressure :
NSF / ANIS Certification :

Standard 42/53

Everpure

7FC

0.5 micron
94,635 L

2.5 GPM
10-125 psi
NSF / ANIS
Standard 42/53

Brand : WiLA
Model : EQ3-HF
Micron Rating : 0.01 micron
Flow Rate : 1 GPM
Pressure : 30-70 psi
Remark : 3 Stage Filtration System

WILA
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Assessories

Drinking Water Faucet
Model : DF-027
(Chrome)
290 mm (Overall Height)
230 mm (Spout Outlet)
140 mm (Width)
Inlet : 1/4"

Certification : NSF / ANSI Standard 61

Dimension :

Drinking Water Faucet
Model : DF-037
(Bruched Stainless Steel)
290 mm (Overall Height)
230 mm (Spout Outlet)
140 mm (Width)

Inlet : 1/4"

Certification : NSF / ANSI Standard 61

Dimension :

Lt

A
&L
Drinking Water Faucet
(Chorme)
Model : DF-888
Dimension : 292 mm (Overall Height)
180 mm (Spout Outlet)
150 mm (Width)
Inlet : 1/4"

Certification : NSF / ANSI Standard 61

il iy
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Water Chiller
Model : C12E
Dimension : 408W x 205D x
X 278H mm
Capacity : 1.8 L, 5 L/Hr
Temp. Range : 2C - 12C
Inlet : 1/4"
Outlet : 1/4"

Power Consumption : 120W
Max. Pressure : 80 psi

WILA
Page 12
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INNOVATIVE WATER PERFORMANCE

Test Report

Water Tast Report for UV Sterilizer

STC Test Report

Date :2014-07-31 Page 1 of 2
No. :HC348906

Applicant (Code:WIE010) <

Engineering Co Ltd
Unit 315 Kinetic Ind’l Cir
7 Wang Kwong Rd
KinBay Kin  HK

Description of Sample(s)  :  One submitted sample said fo be Treated Water collected from
“Wila™ UV Sterilizer.
Sample(s) Re Condition(s): In plastic & sterile plastic bottlc
under refrigerated temperaturce

Date Sample(s) Received = 20140723

Date Tested i 2014-07-24 to 2014-07-29

Investigation Requested Copper content

Iron content

Lead content

Manganese content

Total residual chlorine content
pH value

Nitrate content
lotal Coliform
Escherichia coli

SSRGS SPORT e b

KWOK Nga Yan. Bernice
Authorized Signatory
Chemical and Food Department

For and on behalf of
The Hong Kong Standards and Testing Centre 1id,

The Hong Kong Standards and Testing Centre Ltd.
10D g S8 Tabo ol sl
Tek:(852) 2006 628 Fax (052) 2664 4383 E-mal hhstogn

Thi regoreshal ot be rep-educec aror febercs sne Tsting Cerire L1
For Conances of 1 1 s (ot o afor Homerage

e Koy
Fomesse: o slegrosp org

STC Test Report

Date :2014-07-31
No. : HC348906

1-4. Ref. APIIA 20" Ed 3120 B

5 HACH Colorimetric Method
6. Rel. APHA 17" Ed 4500-H" B
75 1ACII Colorimetric Mcthod
89. Ref. APHA 20" Ed 9222

Page 2 of 2

Test item(s) Treated Water collected WIO Guidelines#
from “Wila™ UV Ste
1. Copper content <0.1 mgiL 2.0 mgfl.
2. Iron content <01 mgfl 03mg |
3. Lead content <0.01 g 001 mg/L
1. content <0.1 mg/l. 0.1 mg/L
S.Total residual chlorine content <0.05 mg/L -
6. _pH valuc at 25°C 75 =
7. Nitrate content <5 mylL 50 mgl.
| 8. Total Caliform 0/100m! 0/100ml
9. Escherichia coli 0/100ml 0/100mi
Notes: - # Guidelines for Drinking-water Quality. Fourth Edition . World Health Grganization (WHO) Geneva 2011

- = denotes less than
/1. denot (ligram per Liter
- CFU denotes Colany Forming Unit

ki End of Test Report *%%%%

101 W S
T 62 766 B Fa (357 7664 4

The Hong Kong Standards and Testing Centro Ltd.

1. Hen Korg
[ ———

2ot

WiLA
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INNOVATIVE WATER PERFORMANCE

Reference Photo

WILA
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INNOVATIVE WATER PERFORMANCE

Reference Photo
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INNOVATIVE WATER PERFORMANCE

Reference Photo
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INNOVATIVE WATER PERFORMANCE

We are providing serval services such as

Free site inspection
Free consultation
Installation service
Annual Service
Maintenance service

Intensive cleaning service

Please feel free to contact us if you have any question about
drinking water equipment.

Company Name :
Address :

Tel No. :
Fax No. :
Email :

Contact Person :
Contact No. :
Email :

Wiltech Engineering Co., Ltd.

Unit 315, 3/F, Kinetic Industrial Centre
7 Wang Kwong Road, Kowloon Bay

Kowloon

3421 2028

3421 2185
info@wiltech-hk.com

Kevin Tsoi

9277 5479 / 3468 6958
kevin@wiltech-hk.com

Thank You

WILTECH ENGINEERING CO. LTD.
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