
Aquarium Purification
水族淨化

Ultraviolet energy levels at 2537Å wavelength is required for 99.9% destruction of 
various micro-organisms. The unit of UV energy is mW-s/cm² 

Beverage Production
飲料生產

Effectively applied in
應用途徑

Ultraviolet Water Sterilizer

Water Treatment
食水處理

Pathogenic Control
病菌控制

Food Processing
食品加工

操作條件 :

Operation Conditions :
1. 操作壓力 –建議不可高於 100 psi.

Working Pressure – recommend not to exceed 100 psi.
2. 壓力下降 –約 2 - 5 psi,視乎個別型號

Pressure Drop – Ranging 2 - 5 psi depending on models.
3. 電源要求 – 標準型號為 220 volts 50Hz.

Power Rating – 220 volts 50Hz for standard models.
4. 紫外光放射量 –平均超過 30,000 mW-s/cm² 

Ultra-violet Exposure – Exceeding 30,000 mW-s/cm² on average.

* Å is the abbreviation of Angstrom, the unit of length equal to 10−10 m 
(one ten-billionth of a meter) or 0.1 nm

* mW-s/cm² is the abbreviation of microwatt-seconds per square centimeter
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P-50 E-3 E-12

Dimension

尺寸

mm

毫米

(W x D x H)

200 x 60 x 300 200 x 85  x 450 200 x 85 x 950

L/s

升/秒
0.06 0.18 0.76

GPM

加侖/分鐘
1 3 12

Water

Inlet/Outlet

出入水口

Inch

吋
1/4 1/2 3/4

Lamp Energy

Consumption

UV光管用電量

Watt

瓦特
10 15 40

Current Flow

Rate

電流

Ampere

安培
0.15 0.35 0.5

Net Weight

淨重

KG

公斤
1.27 1.73 4

Ultra-Violet lamp replacement

indicator

更換紫外光管提示功能

LED indicator and alarm

LED燈及警報

Model

型號

Sterilizing Chamber

殺菌缸

Ultra-Violet lamp Durability

紫外光管效能

Constructed of 304 stainless steel and precision

welded as a single unit

以304不鏽鋼焊接為一組機身

9,000 hours of continuous operation

9,000小時連續應用

Maximum

Capacity

最大流量

All the tested parameters meet the 
WHO Guidelines

所有檢測結果均附合世界衛生組織指引


